I Pc_ 6 90 8 8-slot Desktop/Wallmount Chassis with Front
Alarm Notification and PS/2 Power Supply

Introduction

The IPC-6908 is a high-end desktop/wallmount fault-resilient industrial ~ and a 260-watt power supply. The front-accessible disk drive bay can
computer chassis for mission-critical applications and harsh industrial ~ hold two half-height and one 3.5" hard disk drives, and another 3.5" HDD
computing environments. The IPC-6908 accepts up to 8 full-length cards  can be mounted inside the case

Specifications
Front-accessible Internal
Drive Bay 35" 1 1
5.25" 2
B Fe‘m . 2 (hot-swap, 49 CFM/each)
Air Filter Yes
. Dimensions (W x H x D) 200 x 300 x 463 mm (7.9" x 11.8" x 18.2")
Physical
Weight 12 Kg (26.4 Ib)

Alarm
board .
8-s§)t full-sized Hot-swap cooling fan
. car module contains two
One internal -
3.5” drive bay 49-CFM cooling fans
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Power LED
HDD LED “
FanLED Alarmreset ATX single Redundant power supply
button power supply
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* Allbrand names and registered trademarks are the Date Of Publication: 2003'07'1 4
ADMNTECH

property of their respective owner
* All specifications are subject to change without notice




IPC-6908

Dimension Diagram
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Passive Backplane Options Special Cable Options
B/P Model Name Slot Segment Part Number Descriptions
PCA-6108-0C1 8 ISA Single 1701400971 HDD cable, ATA 33, 62 cm + 35 cm
3 ISA, 3 PCI, 1 PICMG/PCI, - 1701400973 HDD cable, ATA 66/100, 62 cm + 35 cm
PCA-6108P4-C 1 PICMG Single
11SA, 5 PCI, 1 PICMG/PCI, - . .
B 1 PICM Sl Ordering Information
. Part Number With Power Supply With Backplane Regulation
Power Supply Options IPC-6908BP-26PB PS-260-610F — UL, cUL, CE
— IPC-6908BP-25RB  RPS-250-SADT - UL, cUL, CE
Part Number IPC-6908BP-31DB PS-310-DC48 -- UL, cUL, CE
Watt Input Output Mini-load Saf MTBF
a b . V"@f’gs ) nioa Sy 0000 IPC-6908BP-252B  PS-250ATX-Z - UL, cUL, CE
PS-260-610E ogow  Ac 110220y H2V@9A  +5V@TA UL/CSA/CE/ hou}§ @ IPC-6908BP-30XB PS-300ATX - UL, cUL, CE
0 ) e IPC-6908BP-30Z8  PS-300ATX-Z - UL, cUL, CE
- 5V @25 A 2000  IPC-6908BP-40ZB  PS-400ATX-Z - UL, cUL, CE
RPS‘TZ?%)SA' 20W @ AC 110220V H2VQ 2R V@A uucsatiy  MouUs@
12VeiA ful load
15V @25 A
PS'3(1£T')DC48 sow 0c-38--58v *2V@I0A svean  uoswoe 1RO
12V@5A
5V @27 A
9513y *33V@20A ULGUL/CSA, 100,000
PSSONXZ oet iy At B2V, +12V@13A 45V@05A (ULOSS0 3  hours @
(AT, PFC) Sy | 12V@O8A +12V@03A CEEN1000-82 25° C fl
( 5V @03 A Class DTUV/CB  load
+5Vsh @2 A
3\ @ 26 A 100,000
by UL/CSATOV J
PS'(%’(’)“X 0w Actozoy HZY@MSA SY@IR foeorac L
-5V@05A full load
5Vsh @2 A
2y @ o4 A UL/CUL/CSAIGE 1
33V@? 00,000
PSB00ATXZ 00 AC 1y aV) Hove1sA BEAE-IaN EN61000-3-2 Class ~hours @
(ATX, PFC) (Fulkrange) T2V 208 33v@o3a DTVNorde 2 C
+5Vsh @2 A
BV @42 A
PS-400ATX-Z -2V HaVGIaA I5Y@2A hone 0
L 5 - + T ours
@, Pre) ‘O C(eibrange)  d2veta 2V @05A  ULCULTIV. - Togeq
sVelA (75 %load)

+5Vsh @0.75 A

For More Information > | www.advantech.com/icd






