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F e a t u r e s
• Supports 6-slot ISA or ISA/PCI backplane to hold six

cards
• Equipped with one 49-CFM cooling fan with air filter
• IPC-6806WH is especially equipped with a front-

mounted 5.25" drive bay reserved for a CD-ROM
drive

• Equipped with 200 W PFC/150 W PFC/100 W open
frame power supply

IPC-6806 6-slot Desktop/Wallmount Chassis with
Open Frame PFC Power Supply

Selection Guide

Common Specifications for IPC-6806 Series

IPC-6806S
IPC-6806

IPC-6806WH

One internal 3.5”
drive bay
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Introduction
Specially designed for factory floor and other harsh industrial
environments, the IPC-6806 wallmount IPC chassis is ideal for system
integrators or users who require a compact, rugged PC/AT-compatible

system. The IPC-6806 features a 6-slot passive backplane and a 150-
watt power supply. The chassis is less than 8" wide and can be easily
mounted on panels or walls with the supplied brackets.
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Easy access to
internal components

IPC-6806

IPC-6806S

One 49-CFM cooling
fan with air filter
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For More Information
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Passive Backplane Options Ordering Information

Power Supply Options

IPC-6806
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BZ02-PB6086-CPI ZP02-PO -- EC,LUc,LU
BZ02-6086-CPI ZP02-PO B-6016-ACP EC,LUc,LU

BZ02-3P6086-CPI ZP02-PO 1C0-3P6016-ACP EC,LUc,LU
Z02-BHW6086-CPI ZP02-PO -- EC,LUc,LU

Z02-HW6086-CPI ZP02-PO B-6016-ACP EC,LUc,LU
Z02-PHW6086-CPI ZP02-PO 1C0-3P6016-ACP EC,LUc,LU
Z51-5PS6086-CPI ZP51-PO 1B0-5P5016-ACP EC,LUc,LU
Z51-PBS6086-CPI ZP51-PO -- EC,LUc,LU

Z51-S6086-CPI ZP51-PO B-6016-ACP EC,LUc,LU

InstallationDimension Diagram

Unit: mm (inch)Unit: mm (inch)
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6086-CPI HW6086-CPI S6086-CPI
A 393 4.393 282
B 893 8.893 782
C 661 891 691
D 691 822 622
E 071 312 071
F 871 122 871

mm:tinUsnoisnemiD

6086-CPI HW6086-CPI S6086-CPI
G 503 503 991
H 282 282 2.671
I 32 32 42
J 6.081 6.212 5.012
K 691 822 622




